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1ASSY, 8 POSN, SHIELDED, ROUND CABLE, MOD PLUGPC, PH. BRONZECONTACT:

23 2WIRE HOLDERPC---

3SHIELDBRASSNICKEL

1
2 3

 TERMINATED DIMENSION 6.02�#�0.13

 PACKAGING:
     100 SUB-ASSEMBLIES,
     100 WIRE HOLDERS AND
     100 SHIELDS PER CARTON

 PACKAGING:
     1000 SUB-ASSEMBLIES,
     1000 WIRE HOLDERS AND
     1000 SHIELDS PER CARTON

  4. CABLE RANGE:
      -4 TWISTED PAIRS
      -JACKET DIAMETER: FROM 5.3 TO 6.0
      -SHIELDING: FOIL AND/OR BRAID
      -24/26 AWG STRANDED WIRE
      -INSULATION DIAMETER: FROM 0.8 TO 1.0

 0.178 microm [.000007] MINIMUM HARD GOLD
     OVER 0.762microm [.000030] MINIMUM 
     PALLADIUM / NICKEL IN LOCALIZED AREA, OVER 
     2.54microm [.000100] MINIMUM NICKEL UNDERPLATE.

  6. MEET SPECIFICATIONS:
      - IEC 60603-7
      - TIA/EIA 568-B.2

  7. FLAMMABILITY RATING: UL 94V-0
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