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TS-35C
L__r DIN rail end cap

For TS-35 rail. Black color. Using UL94-V2 class of insulation material.

TS-35
DIN-Rail

For DP / DP-PE / DK / DK-PE / AK / AK-PE / AK..P series. Material is iron.
Length of 2000mm / 2000mm.
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Emﬂ Delight Through Connections

material.
For TS-35, TS-35/15 rails. Grey color. Using UL94-VO0 class of insulation

Plug-in bridge

For DP2.5/AK2.5/AK2.5-TN/AK2.5-TR/AKK2.5/AK2.5-TP/AK2.5-TN-TP/AK
2.5-TR-TP/AK2.5-TG/AK2.5-TN-TG/AK2.5-TR-TG/AK2.5-CP/AK2.5-TN-
CP/AK2.5-TR-CP/AKK2.5-D01/AKK2.5-D02/AKK2.5-D03/AKK2.5-D04 Red
color. Using UL94-VO0 class of insulation material.
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[ Marking Label

e ‘ For BEST APPLICATIONO DP2.5, DP2.5-TN, DP2.5-TR, DPP2.5, DP2.5-3L,
DP2.5-3L-PV, DP2.5-PE, DP2.5-TN-PE, DP2.5-TR-PE, DPP2.5-PE, DP2.5-3L-
L3PE, DK2.5S, PM2.5WN, PMM2.5WN AVAILABLE APPLICATIONO
DP2.5-ES, DP2.5/1P, DP2.5PG-XXP, DKES1.5, DKES1.5-XXP, DKES1.5M-
XXP White color. Using UL94-V2 class of insulation material.

- DP2.5C-3L
o End Cover
' For DP2.5-3L / DP2.5-3L-PV Grey color. Using UL94-VO0 class of insulation
material.
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